PURPOSE OF DRAWING
TO SHOW INTERCONNECTION OF
AIR START RELATED POINTS WITH DESIGN

SR aEx CONTROL VALVE CONSIDERATIONS OF THE AIR START SYSTEM.

PPPC SUPPLIED SHIP LOOSE

FOR SHIPYARD INSTALLATION
D} REDUCE ORIFICE SIZE
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SEE NOTE 2 FOR SHIPYARD INSTALLATION
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SHIPYARD SUPPLY

REF DRAWING
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2 0F 4 AIR OUTLET
EXHAUST

MUFFLER INSTALLED ON

SKID BY PPPC SHIP SUPPLIED PLUMBING
PIPING FROM AIR STARTER .

TO MUFFLER SUPPLIED AND INSTALLED o e 17 AIR START LINE

BY PPPC. — —— 174" AIR START CONTROL LINE

HDL3 LUBRICATOR
FROM RETURN DIESEL FUEL
PPP SUPPLIED AND INSTALLED

SHIPYARD INSTALLATION DATA NOTES:

1. ABREVIATIONS:

AIR START SYSTEM PPPC - PACIFIC POWER PRODUCTS COMPANY

SCFM ~ STANDARD CUBIC FEET PER MINUTE

1. MAXIMUM SUPPLY PRESSURE: 150 psi. 2. MANUAL START PUSH BUTTON VALVE HAS BEEN MODIFIED

2. AIR FLOW: BY PPPC TO INCLUDE A 1/8" DIAMETER ORIFICE IN BLEED
900 SCFM AT 150 PSI OFF PORT TO BE ABLE TO FUNCTION IN PARALLEL WITH THE

3. PARTS SUPPLIED BY PPPC TO BE INSTALLED BY SHIPYARD: 24VOLT SOLENOID VALVE.

24 VOLT AIR START SOLENOID 3. REFERENCE DRAWING 8-6176205-G1, SHEET 2 OF 4 FOR

AIR CONTROL VALVE STARTER LOCATION.

AIR STRAINER

MANUAL AIR START VALVE

SHIPYARD TO PROVIDE ALL INTERCONNECT PIPING FOR MAIN AIR

SUPPLY AND CONTROL.

LUBRICATOR IS SUPPLIED AND INSTALLED ON THE ENGINE BY PPPC.

AIR STARTER SUPPLIED AND INSTALLED BY PPPC.

TANK, AIR COMPRESSOR, CONTROLS AND MONITORING TO BE PROVIDED

BY SHIPYARD.

CONNECTION PORTS

AIR STARTER: 1"NPT

AIR CONTROL VALVE: 1 1/2" NPT
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DRAWING: AIR START SYSTEM DIAGRAM

AIR STRAINER: 1 1/2° NPT

MANUAL CONTROL VALVE: 1/78° NPT -
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